[image: Current:651 Media:MED21415 - Stanley Engineered Fastening Standards Guide:Stanley Engineered Fastening Templates:Stanley Engineered Fastening Letterhead_A4:SEF Letterhead Word Template_A4:A4 Header.jpg]







	
Tucker GmbH
Max-Eyth-Str. 1
D-35394 Giessen
Tel. +49 (0) 641.405 0
www.stanleyengineeredfastening.com/ 
DUNS: 315034272





EDI Parameters

	ODETTE DETAILS

	Physical address SSID / SFID
	O0013000493TUCK199200000

	Password
	TUCK

	Virtual Filenames
	to arrange

	Software
	AutoEx EDI-Monitor - Eurex-c CSJ

	TLS-Parameter OFTP2

	Incoming/outgoing DNS
	edi.tucker.de

	Incoming/outgoing IP address
	195.226.65.12

	Port
	6619

	  TLS SSL certificate CA
	ODETTE

	  Certificate
	


	  Encryption, Compression, Signature
	  NO

	OFTP secure Authentication
	NO

	Cipher Suite
	NO

	Contact

	 EDI Requests (for new connection)
	Please raise your question regarding a new EDI setup to your Stanley Engineered Fastening Sales Contact

	 EDI Support (for existing connection)
	EDITucker@sbdinc.com



	We are working with VDA, ODETTE and EDIFACT standards
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